
5
.9

0
±0

.2
5

2.54±0.25
SQ0.64±0.05

2
.5

0
±0

.2
5

2
.3

0
±0

.2
5

0.
50

2.54±0.25

1
0

.2
0

±0
.2

5
3

.3
0

±0
.2

5

Specifications :
Voltage rating: 250V Max. AC / DC
Current rating: 3A Max.AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+105°C
Max.processing temp: 260°C for 10seconds
Insulating material: 
High temp.Thermoplast UL94V-0
Contat material: Copper Alloy
Plating: Matte Tin
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       2553WV-2*08P-9TSW1C-01

Series No.
Category：W-Wafer
Connector Type: V- 180°
Mouting Type:  Blank-DIP
Row No.-Pin No.:  2*08-Double Row
Special No.: P-With Post Blank-Without Post
Material：9T-PA9T 94V-0
Plating Category:
SW1-Matte Tin100u" Min. ; Ni 50u" Min.
Color:Blank-Black Color
Packing：C-Reel With CAP
01-3.30/2.30/10.20
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Mouting Type:  Blank-DIP
Row No.-Pin No.:  2*10-Double Row
Special No.: P-With Post Blank-Without Post
Material：9T-PA9T 94V-0
Plating Category:
SW1-Matte Tin100u" Min. ; Ni 50u" Min.
Color:Blank-Black Color
Packing：C-Reel With CAP
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Specifications :
Voltage rating: 250V Max. AC / DC
Current rating: 3A Max.AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+105°C
Max.processing temp: 260°C for 10seconds
Insulating material: 
High temp.Thermoplast UL94V-0
Contat material: Copper Alloy
Plating: Matte Tin
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